
Pol zah len: 2-16

Ge häu se: Kunst stoff nach UL 94 V-0, weiss

Kon tak te: Mes sing, ver zinnt

Zu läs si ge Be triebs span nung: 100 V AC/DC

Max. Be triebs strom: 2 A

Zu läs si ge Be triebs tem pe ra tur: -25 °C bis +85 °C

Zu las sun gen: CSA (LR20812), TÜV (R75087), UL (E60389)

Pol zahl

Stift leis te Ab mes sun gen
mm

ge ra de (Se rie KR) ge win kelt (Se rie KRD) A B

2 B2B-PH-K-S S2B-PH-K-S 5,9 2,0
3 B3B-PH-K-S S3B-PH-K-S 7,9 4,0
4 B4B-PH-K-S S4B-PH-K-S 9,9 6,0
5 B5B-PH-K-S S5B-PH-K-S 11,9 8,0
6 B6B-PH-K-S S6B-PH-K-S 13,9 10,0
7 B7B-PH-K-S S7B-PH-K-S 15,9 12,0
8 B8B-PH-K-S S8B-PH-K-S 17,9 14,0
9 B9B-PH-K-S S9B-PH-K-S 19,9 16,0

10 B10B-PH-K-S S10B-PH-K-S 21,9 18,0
11 B11B-PH-K-S S11B-PH-K-S 23,9 20,0
12 B12B-PH-K-S S12B-PH-K-S 25,9 22,0
13 B13B-PH-K-S S13B-PH-K-S 27,9 24,0
14 B14B-PH-K-S S14B-PH-K-S 29,9 26,0
15 B15B-PH-K-S S15B-PH-K-S 31,9 28,0
16 B16B-PH-K-S S16B-PH-K-S 33,9 30,0

   
 

SCHNEIDKLEMM-STECKVERBINDER

Ras ter 2,0 mm
Stift leis te ge ra de / ge win kelt

Se rie KR + KRD / Fab ri kat JST

(Maße in mm)




